PAC CHECK™ Models 820/840
Technical Specifications (Preliminary)

D2% Range: 0.01-100%
ACCUrECY: +f= 0159 Absolute or +/- 2% Relative which ever is graater
Wioluirme Farnge: 0.1 - 13 lkers
Accaracy: +- 0,03 ers Absolbe ar +/-2% Relatve which ever is graater
Hole Sze Rangea: 1.0- 9.0 mils (at 0.25" channal lengti)

0 — 5.0 mils (at 0.01" channel kength)
Accuracy: +/~0.1 mil Absolute of +-3% Relative which aver is greater
Max Flow Range: 2 500 cxufmin for the bModel 820

5,300 cofmin for the Modeal 840
Pressure Range: A00-800 mmHg

Armb, Termp Range: 10-300

Amb. Hurmidity Range:  0-90%RH non-condensating
Power Range: 100-240 volts A

Frequency Rangs: H0-60 Hz
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HIST Traceable Leaks Optional PC PAC™ Software
2 sizes of leaks come with the instrument Lo Abdity to syne product names, user
validate system performance. nameas, test results, and test methods
{3 mil channe! @ 1ig", 7mil channe! & 1047 between tha instrument and the
computer.
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i Ione .I'||..'!".-'!|' il
visit our websie at

Www.mocon.com 7500 Boone Avarue MNorth

ar call 7T63-493-6370 Minneapols, Minnasota 55428
LA

763-403-5370

apeakowith a sakes cpecialist

e 85.352,001

BADICOM ol PAC CHECK o mpsiond radermans ard Aooulssk, Po-Srorl, nFue, P PAC, ard SalePont s Tackmans of MOOON, nc
B e rckrkn A e of S mespoci holters, Copysghd 03 2006 MO0, e, A gt iserd B AN - 1, R

MOCON brings Science
to the Art of Leak
Detection using the
new InFlux™ method

ONE

{ First of its Kind

Combination
Leak Detector
0, Headspace Analyzer
Package Volume Calculator
Package Integrity Analyzer

PAC CHECK®
Package Integrity
Analyzer

determines the absolute leak rate
of your package

The Gas Detection, Analysis, and
Control Specialists







